
Introducing the 
CR-8 

United Service Company Inc is an ISO-17025 certified company with well 
over 100 years combined experience providing service and recommending 
the correct machine for your needs. Our major objective is to supply to our 
customers the best products, advice, and on-time service possible.  

Call for a no cost, no obligation quote today! 

 Designed for basic or limited quantity hardness 
testing, the Clark CR-8 test is a dial indicator,     
Rockwell type hardness tester that is simple to       
operate and produces accurate results. 

Special Features: 
 
• Speed efficient Rockwell type testes in 5 to 10 seconds 
• Performs up to 15 different Rockwell scales 
• Easy to use dial indicator that’s straight-forward with    

accurate results.  
• Heavy duty cast iron housing that’s durable in all          

environments 
• Simple easy to use operation at an affordable price 
• Calibrated and ready to use 



SPECIFICATIONS 
ITEM CR-8 

Minor Load (10) kgf 

Test Load 
(60) kgf (100) kgf (150) kgf 
588.4 N 980.7 N 1471 N 

Testing Height 8" 
Throat Depth 6" 
Dimensions 17.5" x 8" x 24" 

Weight 135 lbs 
    

STANDARD ACCESSORIES 
Hardness Standard HRC   1 
Hardness Standard HRB   1 
Diamond Indenter    1 

1/16 " Steel Ball Indenter    1 

Anvils 2 1/2 " Flat 1 
1 1/2 " V-Shape 1 

Level Adjusting Legs   3 
Machine Cover     1 

Conversion Chart    1 
Instruction Manual     1 

We also have conversion charts, dust covers, jack stands, light sources and much much 
more!  Give us a call today and let us help fulfill your every hardness testing need. 


